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oLAINLED

More Sizes ‘

300*1200mm

600*1200mm

® Features:

Modules are recyclable

Color temperature are adjustable

Secondary optical design for protect eyes

High luminous efficiency for nergy saving

Led modules easy replace for environmental protection
Dimmable:Non-Dimmable,DALI and 0-10V Dimmable for option
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oLAINLED

® Innovative design on optics

LED Modular Panel Light-PN series ~ Compare ~ LED Flat Panel Light-PM series
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oLAINLED

® Led Modules Easy Replace
for Environmental Protection

Y
faulty

Compared S,
N, Replace

® Led Modules

www.olamled.com


http://www.olamled.com

® Dimensional Drawing
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Technical Parameters-PN series
Model name Dimensions LED gty(pcs) | Input Voltage | Beam angle | Power(W) |Luminous flux(Im) | LED source brand |Supplier driver brand

OL-PN30W-6060 | 595*595*38mm | 168pcs 0.5W 30w 3900-4200Im
OL-PN40W-6060 | 595*595*38mm | 252pcs 0.5W 40w 5200-5600Im
OL-PN30W-6262 | 620*620*38mm | 168pcs 0.5W 30W 3900-4200Im

Samsung Tridonic

OL-PN40W-6262 | 620*620*38mm | 252pcs 0.5W | AC220-240V 85*70° 40w 5200-5600Im Edison Philips

Epistar Lifud

OL-PN30W-30120 |295*1195*38mm | 168pcs 0.5W 30W 3900-4200Im
OL-PN30W-15120 | 145*1195*38mm | 168pcs 0.5W 30W 3900-4200Im
OL-PN60W-60120 | 595*1195*38mm | 336pcs 0.5W 60W 7800-8200Im
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A. Built in Style

1.Take off Ceiling plaster tablet
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2 Connect the Wire

3.Fix the panel Light on
into the celling screens

4 After steady the panellight you can
connect the electric current to use

B. Ceiling Style

1. Fix the ceiling frame into the
ceiling or wall

oLAINLED

C. Pendant Style

1 Take off the cassette and install the
screw cassette
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2 Connect the wire(AC/DC Wire)
and put the location well

2 Fix the cassette onto the ceiling
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3. Fix the panel light on the
ceiling frame

3. Lock the Line controler into
the cassette

4 After steady the panellight you can
connect the electric current to use

4. Adjust the length of the iron line well and
then connect the power supply ,then you
can power
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® LIGHT DISTRIBUTION

LED Flat Panel Light Fluorescent Modular Panel Light LED Modular Panel light
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LUMINOUS INTENSITY DISTRIBUTUON DIAGRAM
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oLAINLED

® Product packaging
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When calculating freight and volume of cartons, each side shall be increased by 2-3cm
(according to the calculation method of freight forwarder).

Product Dimensions PCS/CTN N.W/Carton |G.W/Carton Dimensions CBM/Carton
OL-PN30W-6060 4PCS/CTN 10.5KG 15.25KG 67x22x70.5CM 0.11CBM
OL-PN40W-6060 4PCS/CTN 12.8KG 16.6KG 67x22x70.5CM 0.11CBM
OL-PN30W-6262 4PCS/CTN 13.2KG 16.75KG 69x22x73.5CM 0.12CBM
OL-PN40W-6262 4PCS/CTN 13.6KG 17.3KG 69x22x73.5CM 0.12CBM
OL-PN30W-15120 4PCS/CTN 12.5KG 16KG 127x22x21.5CM 0.07CBM
OL-PN30W-30120 4PCS/CTN 12.8KG 16.3KG 127x22x41.5CM 0.12CBM
OL-PN60W-60120 4PCS/CTN 30KG 32KG 127%22x71.5CM 0.21CBM

n Caution

1. In case of electric shock, please make sure the power is off before installation.

2. The lamp should be installed and operated by a qualified electrician or technician in accordance with relevant local codes.

3. Do not use sharp tools near or on the surface of the lamp.

4. Unpack and examine the product carefully. Report any damage and save all packing materials if any portion of the product was damaged during transportation.

@ Statement

1. It is only allowed to be used in indoor environments, OLAMLED promises a full warranty for the product.
2. Can not be used in any harsh environment, including high/low temperature, high humidity, high salinity, high ammonia, etc.
3. The warranty policy is no longer warranted in the event of any incorrect application
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® Application Scenario

Supermarket
Shopping mall
Restaurant
Showroom
Store
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